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Perkins
Technology

Models: 1103A, 1104A, 1104C, 1106A : LMu>ooll
Range: 30 KW to 178 KW :(sJoll)

Water Cooled Diesel Engine
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LOVOL Genset Water Cooled Engines
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IN LINE PUMP GENSET ENGINES

1003G 3

MNatural Aspired

2.99

Mechanical

30

33

28

31

1003TG1A

Turbo Charged

2.99

Electronic

42

38

1003TG

Turbo Charged

2.99

Mechanical

=0

55

44

438

1004G

Matural Aspired

3.99

Mechanical

44

438

40

44

1004TG1A

Turbo Charged

3.99

Electronic

58

52

1004TG

Turbo Charged

3.99

Mechanical

1006TG1A

Turbo Charged

5.98

Mechanical

1006TG3A

Turbo Charged

5.98

Electronic

1006TG2A

Turbo Charged

5.98

Mechanical

1006TAG1A

Turbo Charged

2.98

Electronic

1006TAG

Turbo Charged

5.98

Electronic

1106C-PETAG2

Turbo Charged

5.98

Electronic

1106C-PETAG3

Turbo Charged

5.98

Electronic
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1106C-PETAG4H Electronic
ROTARY PUMP GEMSET ENGIN
1003G
1003TG
1004G
1004TG

1006TG1A

Turbo Charged 5.93

MNatural Aspired 2.99
Turbo Charged 2.99
Matural Aspired 3.99
Turbo Charged 3.99
Turbo Charged 5.98
1006TG2A Turbo Charged 5.93
1006TAG Turbo Charged 5.98
HIGH PRESSURE COMMON RAIL ENGINE FOR GENSETS
1004D-E4TAG1 Turbo Charged 3.99
1004D-E4TAG2 Turbo Charged 3.99
1004D-EATAG3 Turbo Charged 3.99
1006D-E6TAGE Turbo Charged 5.98

Mechanical

Mechanical
Mechanical
Mechanical

Mechanical
Mechanical
Electronic

Electronic
Electronic
Electronic

Electronic

*Standard reference conditions 25°C (77°F) Air-Inlet Temp, 100m (328ft) A.S.L 30% relative humidity.
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